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PROVISIONS FOR RETRACTED/
CLAMPED POSITION SENSORS
(8mm PROXIMITY SWITCH)

9.6 CLEAR
FOR PART
LOADING

=t

2

:
w
i) % %
[
LUBR\g_'IEIéa\
ATION
PORT
@ 54.0 52.3 ‘F=_jl_ e o o
70.0 L] |
== ¢-.Lﬁ.
Iy 1l ! |
P b o h
=
G-1/8
CLAMP
64— |=— PORT G—1/8 a0 p
UNCLAMP L= <
PORT
Pad Set 1 2
Minimum Clamp Diameter D1 mm 1 25
Maximum Clamp Diameter D2 mm 3 8
X-Axis Adjustment Range mm +0.06
Y-Axis Adjustment Range mm N/A
Piston Area cm2 1.98
Cylinder Stroke mm 15
Operating Pressure bar 10-27
Maximum Pressure bar 32
Air Purge Pressure bar N/A
Included Features:
Lubrication Volume | cm3 0.02-0.03 * Arm Retraction For Part Loading
e y * Fixed or Follow Down Operation
Lubrication Frequency Working Cycle * X-Axis Centerline Adjustment
(or every 6 minutes) * Position Feedback Sensors
« . .
Repeatability mm +0.001 Lower Mounting Rail
Mass kg 1

Contact Us For Full Technical Details And Customer Service

sales@arobotech.com

www.arobotech.com

Q_P\
o O
S

7.0
(3x)

Items Required To Use This Product:

— D1

D2

* Set of Wear Pads
* Mounting Base
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